
Z7-IO
Traditional enclosure for A45 modules

Details

Common enclosure for A45 modules

Flying lead connection for retrofit connection

Clip in DIN rail fixing for easy mounting

Address label indent provided

General

The Z7-IO enclosure provides a protective means of surface mounting

a single, A45 module.

Easy installation

Designed for first and second fix installation, the Z7-IO comprises an

open back box containing all wiring terminals together with a front

plate of high impact plastic.

A-series modules are clipped to the DIN rail mount on the reverse of

the front plate and connected to the back box wiring terminals by

means of flying leads that is supplied with the unit. After installation the

two parts simply plug together.

To aid identification an indent is moulded into the front plate of the

enclosure for applying an address label.



Z7-IO
Traditional enclosure for A45 modules

Technical specifications

General
Compatibility Ziton A45 modules

Physical
Physical dimensions 120 x 120 x 40 mm (W x H x D)
Net weight 200 g
Colour Cream
Mounting type Surface mount
Material Moulded ABS

Environmental
Vandal proof No
Environment Indoor
IP rating IP40

Regulatory
Compliancy CE, REACH, RoHS 3, WEEE

Compatible products
Category Reference Description
Interface unit 13810-ZT  

As a company of innovation, Kidde Global Solutions reserves the right to change product

specifications without notice. For the latest product specifications, visit ie.firesecurityproducts.com

online or contact your sales representative.
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